36~550kV
Oil-immersed
Current Transformers

Dead tank type (or Hairpin type), the secondary winding
on the bottom of CT, Oil-immersed CT is applied for
metering and protecting in 36~550kV HV electric power
T&D system.

€ Modern and compactdesign, good insulation performance, high
mechanical strength
® There are various options on output and accuracy class

€ The most modern manufacturing technology on oil-paper—insulation
manufacture

€ Strict quality control and routine inspection

Main Technical Characteristics Basic insulation level

Standards: IEC, ANSI(IEEE ) , BS, AS, IS and etc. Highest Pawer Lightning
Highest system voltage: 36~550kV Voltage frequency | impulse
Rated power frequency: 50Hz, 60 Hz for test test
Rated primary current: Up to 4000A type equipment | voltage voltage
Rated secondary current: 1A or 5A (Um) (r.m.s) 1.2/50ps
Primary continuous current: 1.2 Un continuous KV | kV kV
No. of the secondary windings: 1~8 LB-36 36 70 170
Accuracy class:
LB-72.5 72.5 140 325

Measurement winding: 0.2S8, 0.5S5, 0.2, 0.5
Protection winding: 5P, 10P, PR, PX, PS L2<149 123, | 230 93

TPY. TPS, TPX, TPZ LB-145 145 ]| 275 650
Rated output: 5~-50VA, others on request LB-170 170 325 750
Security factor of the instrument (Fs): 5, 10 L B-245 245 460 1050
Short-time thermal current and dynamic stable current LB-300 300 510 1175

36~ 72.5kV : Ith=31.5kA( 3s); |ldyn=80kA (peak) -

123~765kV: Ith=40~63KA (3s); ldyn=100~160KA (peak) po e 010 'S
Partial discharge:<5pC under the voitage 1.2Um/\/3 LB-420 420 ‘ 680 1550
The dielectric loss factor:=<0.005 (10kV and um/\/3). LB-550 525(550) | 740 1675 |

Temperature rise limit: <60K.
Ambient temperature:-50~50C
Altitude: Standard design is less than 1000m

Or higher values on request.
Creepage distance ratio: 25 or 31(mm/kV)
Earthquake standard design: up to 0.5g
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Outline Drawing & Dimensions
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Type 1 Type 2
Specification and Dimentions
instruction: Type1: Hot Galvanizing Tank Style. Type 2: Cast Aluminum Tank Style
Creepage Qil Weight Total Weight
Type Note A(mm) | B{mm) | C(mm) | Dimm) [ E(mm) | F(mm)
Distance(mm) (kg) (kg)
Type 1 2140 1660 820 684 625 475 2248 160 600
LB-72.5
Type 2 2100 1630 820 770 625 475 2248 160 510
Type 1 2150 1827 1040 684 625 475 3813 180 650
LB-123
Type 2 2500 2020 1220 770 680 475 4495 260 600
Type 1 2305 1827 1120 684 625 475 4495 180 650
LB-145
Type 2 2500 2020 1220 770 680 475 4495 260 600
Type 1 2480 2002 1120 684 750 475 5270 250 750
LB-170
Type 2 2620 2130 1330 770 680 475 5270 280 680
Type 1 3680 3100 2020 950 820 490 7595 300 1200
LB-245
Type 2 3680 3100 2020 1035 800 550 7595 350 1200
LB-300 Type 1 4140 3560 2260 1050 860 500 9300 350 1300
LB-362 Type 1 4430 3905 2710 1050 860 500 11222 350 1400
LB-420 Type 1 5050 4300 3220 1100 1050 500 13020 500 2200
LB-550 Type 1 6250 5450 3820 1150 1160 600 17050 1000 3600

These parameters are typical values, for other specification, please contact us.
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